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Ecotechnics was founded in 1995 to produce technologically
advanced systems for today’s auto repair shop.

The Ecotechnics product range strictly follows new repair shop
working requirements: less mechanical intervention on engines
and better service using new environment-friendly techniques.
In just a few years, Ecotechnics has become a world leader in
the airconditioning market, boasting a technical staff that devel-
ops new products, new designs, and new-model patents and
prototypes in-house. The company has spacious showrooms,
enabling technical training courses and practical demonstrations
on vehicles.

All this is supported by close ties with automobile manufactur-
ers, whose valuable collaboration has helped Ecotechnics to
generate ideas and products tailored for the new-generation
vehicles. These close working relationships also ensure that
Ecotechnics are fully up to date with the new work practices
required in modern vehicle repair shops.

Ecotechnics’ invests continuously in research and develop-
ment. [ts commitment to optimum standards in the production
cycle, quest for perfection in the assembly of its products, and
use of only first-quality components has rightly earned the com-
pany a prestigious worldwide reputation.

Investment in quality control is paramount. All machines are
rigorously checked by automatic testing programmes. Using
sophisticated computerized diagnostic systems, a team of spe-
cialist test technicians check each single function to verify that
all machines are in perfect operating condition when they leave
the factory.

These are the simple but fundamental values on which the
Ecotechnics philosophy is based. It is this philosophy that has
made Ecotechnics a world leader in its sector in a very short
time. Ecotechnics products are now distributed in over 40
countries throughout the world.
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} F:E\Ii(ly | Igf:\l::ﬁ{ Co:;sér';’ilglu\ll):hsi’des Diagnosis Delt-::tlgon Consumables‘Aw:s/s%ﬁes Refrigeration
Accessories 15
Air Bleed, Automatic 4-5 11
Automatic Oil 4-5 8 11
Data Base 4-6 8-10 11
Diagnosis 2-6 8 12
Electronic Scales 16
Flushing Kit (software) 4-6 8 11
Functions Table 17
Gas Identifier 4
Graphic Display 4
High precision 2-5
Leak Finders 14
Leak Test, Automatic 4-5 11
Leak Test, Guided 6 8
Leak Test, Nitrogen 4
Operator Code 4-5
Pressure Gauge Units 17
Printer, Thermal 4-6 89 11
Refrigerant Management 4-5
Refrigerant Management, Simplified 6 89 11
Refrigerant Recovery Device 16
Self Diagnosis 4
Station, Empty and Filled 16
Thermometers 15
Tracer, Automatic 4-5 8 11
Tracers 14
Tubing 17
UV Lamps 14
Vacuum Pumps 16



Ecotechnics takes technology ¥ $highprecision/
a step further

Following years of investment in research in the field of climate control, Ecotechnics has developed a unigue technology that has
permitted the company to create a new range of machines with outstanding characteristics, thus becoming the first European
manufacturer to meet the stringent U.S. type-approval standards (SAE J-2788).

. L A L AT . . . .
What this means ¥, #hieh ; : the technology ¥ Shigh ; is based on Ecotechnics’ accrued experience and in-

house studies targeting compliance with the most recent, very demanding SAE J-2788 standards governing precision recovery and
recharging of R134a refrigerant in A/C systems and recycled refrigerant purity.

These standards were developed to set stricter limits on the quantities of gas handled by recovery-recycling-recharging devices.
The SAE J-2788 standards have been in force in the U.S. since 1 January 2008.

In Europe, Ecotachnics is the only producer currently implementing these directives.
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Technology specifications ¥, $hish ; (based on SAE J-2788 standards):

0 Stations must recover 95% of the Recovering 95% of the gas means:
gas contained in the A/C systems A. Increasing recovered gas quantity by up to 20% with respect to standard
(in the best of cases, commercially- recovery stations not equipped with ?“hig"‘ technolo
available machines are currently .y ST quipp S aw _ oy _
capable of recovering a maximum B. Increasing profitability and productivity at every recovery/recharging session.
of 75% to 80%). C. Faster return on investment.
Stations must charge gas with a Better tolerance means:
tolerance of 14.g (1/2 0z.). Our test A. The latest A/C systems are more compact and use lesser quantities of
results show that the tolerances of refrigerant; respecting the A/C system manufacturers’ tolerances becomes
certain machines currently exceed crucial, since system efficiency is strictly correlated with precision charging of
50 g. the correct quantity of refrigerant gas.

B. Avoiding possible customer complaints based on charging erroneous quantities

of refrigerant.
More important considerations:

The price of 134a gas is continually rising, and for this reason the quantities of gas recovered and reintegrated into the A/C system
take on greater importance. By introducing this novelty to the market, Ecotechnics is setting a new industry standard with which
other manufacturers will have to comply. And we know that the great majority of stations currently available on the market will be
able to respect the SAE levels only at the cost of significant technical modification.

The importance of diagnosis (patented*) in refrigerant recycling machines

Increasingly, diagnosis is a critical tool for anyone -even Dynamic Diagnosis

non-specialists in air conditioning - wanting to expand their With the pressure and temperature sensors connected to

business to include A/C repair. the system, analysis is fully automatic and in real time for the
entire duration of measurement.

ALL THE ADVANTAGES

e Fasy to use. 2. Fully-integrated version (available on ECK3000-N8)

e Fast, accurate diagnosis of problems.

e Printout of diagnosis and possible remedies.

e Reliability

e Cost savings thanks to perfect station integration.

Static Diagnosis
This type of diagnosis utilizes the pressure and temperature 3. In extemnal kit and integrated versions

values entered by the operator from (available for ECK2500-N8, ECK1500-N8 E VA1000-N8)
the station pressure gauges and

the thermometer supplied as standard

equipment.

1. Available on all models
equipped with LCD
display
and printer.




Family ECK

Available in three versions:

ECK 3000-N8

XK601A000002

ECK 2500-N8

XK670B000000

ECK 1500-N8

XK630B000000

Patented distillation unit. Patent no.: EP 1367343 US 6,826,925

"
[
L\

3
'
'
\
\

o

o - ----y

\




oY — -
’."hlghpremsmn

High Precision is the new technology
developed by Ecotechnics for improving

recharging precision, increasing

refrigerant recovery by up to 15-20%, and

guaranteeing the purity of the recycled gas.

ECK 3000-N8

AUTOMATIC FUNCTIONS

- RECOVERY - RECYCLING

- USED OIL DISCHARGE

- PROGRAMMABLE VACUUM

- NEW OIL INJECTION

-TRACER INJECTION

- REFRIGERANT CHARGING

- Automatic SELF-DIAGNOSIS on each solenoid valve.

- STANDARD LEAK CHECK (in vacuum phase).

- NITROGEN LEAKTEST (under pressure),

- AUTOMATIC DISCHARGE of non-condensable vapors from
the bottle.

- BOTTLE FILLING: on-bard, automatic.

- BOTTLE HEATER: automatic.

- SERVICE ALARM acoustic and visual, for filter maintenance
and replacement request

-SENSOR for bottle temperature.

REFRIGERANT MANAGEMENT: with this function, the user can
create an archive of the operations performed by the station.
OPERATOR CODE: permits assigning a password to the techni-
cian using the station in order to prevent use by unauthorized
personnel.

NITROGEN BOTTLE CONNECTION for external bottle (not sup-
plied). The machine automatically charges the A/C system with
nitrogen and checks for leaks by monitoring pressure, emitting
an alarm if leaks are found.

DATA BASE ADVANCED AS STANDARD EQUIPMENT
Integrated data base with vehicle model selection.

The INFO CLIMA CD-ROM supplied as standard equipment
contains information on vehicle A/C systems and positioning of
the high- and low-pressure couplings, plus wiring diagrams.

A/C SYSTEM FLUSHING SOFTWARE
On-board BOTTLE, 22-litres capacity

FLUSHING KIT (AEK102-N7)

for cleaning A/C systems by flushing with
refrigerant. External bottle and metal adapt-
ers included.

Integrated A/C DIAGNOSIS MODU%

for all A/C systems, -
with printout of graphs
and problem solutions.

GAS IDENTIFIER MODULE
with results printout.

R134a
Fully automatic or manual
220V-240V 50/60 Hz

Refrigerant type
Service procedure
Voltage

Scale resolution 109
Oil scale resolution 5g
Operating temp. range 11/49 °C

Filter system 2 filters for humidity and acidity
Vacuum pump Capacity 115 I/min, 0.1 mbar vacuum
Compressor 12 cc, high pressure

Recovery speed 300 g/min in liquid phase
Refrigerant bottle 22 liters, rechargeable

Hoses 3 meters

Dimensions 55 x 60 x 105 cm

Weight 90 kg



[ INTEGRATED DIAGNOSIS KIT*

for A/C systems.

FLUSHING KIT

for cleaning A/C systems by flushing with refrigerant.
External bottle and metal adapters included.

AUTOMATICTRACER KIT
for introducing a preset quantity of tracer

DATA BASE ADVANCED
Integrated data base with vehicle model selection.

=

Refrigerant type
Service procedure
Voltage

Scale resolution

Oil scale resolution
Operating temp. range
Filter system
Vacuum pump
Sealed compressor
Recovery speed
Refrigerant bottle
Hoses

Dimensions
Weight

R134a

Fully automatic or manual
220V-240V 50/60 Hz

109

5g

11/49 °C

2 filters for humidity and acidity
Capacity 115 I/min, 0.1 mbar vacuum
12 cc, high pressure

300 g/min in liquid phase

22 liters, rechargeable

3 meters

55 x 60 x 105 cm

90 kg
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High Precision is the new technology developed by
Ecotechnics for improving recharging precision, increasing
refrigerant recovery by up to 15-20%, and guaranteeing the
purity of the recycled gas.

INTEGRATED DIAGNOSIS KIT*
for integrated A/C system diagnosis, also available
for this model. (*factory option)

ECK 2500-N8

AUTOMATIC FUNCTIONS

- RECOVERY - RECYCLING

- USED OIL DISCHARGE

- PROGRAMMABLE VACUUM

- NEW OIL INJECTION

- REFRIGERANT CHARGING

- LEAKTEST: automatic during vacuum phase.

- AUTOMATIC FILLING of the internal bottle.

- AUTOMATIC DISCHARGE of non-condensable vapors
from the bottle.

- SERVICE ALARM: acoustic and visual, for filter maintenance
and replacement request

- BOTTLE HEATER: automatic.

- SENSOR for bottle temperature.

=

REFRIGERANT MANAGEMENT: with this function, the user can
create an archive of the operations performed by the station.

OPERATOR CODE: permits assigning a password to the techni-
cian using the station in order to prevent use by unauthorized
personnel.

BASIC DATA BASE AS STANDARD EQUIPMENT
All the vehicle refrigerant quantity information you need, always
at your fingertips.

Easy DATA BASE UPDATES with hardware key connected to
the RS232 serial port.

Large-size LCD DISPLAY
On-board BOTTLE, 22-litres capacity




ECK Family

INTEGRATED DIAGNOSIS KIT
for integrated A/C system diagnosis,
also available for this model.

(*factory option)

ECK 1500-N8

This model combines the most
highly-advanced recharging technology

with new functions, like Integrated Diagnosis,
thermal printer, and flushing kit driver
software.

AUTOMATIC FUNCTIONS

- RECOVERY - RECYCLING

- USED OIL DISCHARGE

- PROGRAMMABLE VACUUM

- PROGRAMMABLE CHARGING with a preset quantity of refrig- g
erant, featuring automatic stop at end charging.

- ALARMS: high pressure, full bottle, empty bottle.

- SERVICE ALARM: acoustic and visual, for filter maintenance
and replacement request.

- BOTTLE HEATER: automatic.

- SENSOR for bottle temperature.

- BOTTLE FILLING: on-board, automatic.

MANUAL FUNCTIONS
- New oil injection.
- Discharge of non-condensable vapors.

DATA BASE ADVANCED
Integrated data base with vehicle model se-

lection.
SIMPLIFIED REFRIGERANT MANAGEMENT (for use with
printer) : by printing out a service report at the end of each re-
charging session it is possible to visualize the residual refrigerant
available in the bottle and consequently keep accurate track of all
the operations performed with refrigerant.
SOFTWARE FOR AUTOMATIC FLUSHING of standard A/C
systems. For use with AEK102-N7.

_ _ Refrigerant type R134a

GUIDED LEAKTEST: the operator may program a holding time af-  Service procedure Automatic or manual
ter vacuum to allow for visual leak check on the pressure gauges. \Voltage 220V-240V 50/60 Hz

Scal [uti 10
DATA BASE BASIC AS STANDARD EQUIPMENT P o NN e
All the vehicle refrigerant quantity information you need, always  firer system 2 filters for humidity and acidity
at your fingertips. Vacuum pump Capacity 115 I/min, 0.1 mbar vacuum
Easy DATA BASE UPDATES with hardware key connected to  CO7Pressor SIEEIGE, 172 8, gl [ATEBSi
the RS232 serial port Recqvery speed 3OOA g/min in liquid phase

: Refrigerant bottle 22 liters, rechargeable

On-board BOTTLE, 22-litres capacity. Hoses 3 meters

Dimensions 55 x 60 x 105 cm

Weight 90 kg
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EXTERNAL DIAGNOSIS KIT
for integrated A/C system diagnosis, also available
for this model.

VA 1000-N8

A fully automated station: a simple touch of
a button and all the operations are carried
out sequentially. Also available with External
Diagnosis

- SENSOR for bottle temperature.

Refrigerant type R134a

Service procedure Fully automatic or manual
\Voltage 220V-240V 50/60 Hz

Scale resolution 10¢g

Oil scale resolution 59

Operating temp. range 11/49 °C

Filter system 2 filters for humidity and acidity
Vacuum pump Capacity 92 I/min, 0.1 mbar vacuum
Sealed compressor 12 cc, high pressure

Recovery speed 300 g/min in liquid phase
Refrigerant bottle 12 liters, rechargeable

Hoses 3 meters

Dimensions 50 x 60 x 97 cm

Weight 80 kg




THERMAL PRINTER* (XK662.000000)
for a complete report of machine operations.
(*factory option)

VA 750-N8

Featuring the best in industrial design, this
model combines highly-advanced recharging
technology with important functions like the

integrated themmal printer option.

A

Refrigerant type
Service procedure
Voltage

Scale resolution
Operating temp. range
Filter system
Vacuum pump
Compressor
Recovery speed
Refrigerant bottle
Hoses
Dimensions
Weight

R134a

Automatic or manual
220V-240V 50/60 Hz

10¢

11/49 °C

2 filters for humidity and acidity
Capacity 92 I/min, 0.1 mbar vacuum
Sealed, 12 cc, high pressure
300 g/min in liquid phase

12 liters, rechargeable

3 meters

50 x 60 x 97 cm

80 kg

- SENSOR for bottle temperature.




VA 500-N8

A machine featuring a host of functions,
with automatic oil discharge and integra-
ted Data Base Basic option.

Refrigerant type
Service procedure
Voltage

Scale resolution
Operating temp. range
Filter system
Vacuum pump
Compressor
Recovery speed
Refrigerant bottle
Hoses
Dimensions
Weight

R134a

Automatic or manual
220V-240V 50/60 Hz

10g

11/49 °C

2 filters for humidity and acidity
Capacity 92 I/min, 0.1 mbar vacuum
Sealed, 12 cc, high pressure
300 g/min in liquid phase

12 liters, rechargeable

2 meters

50 x 60 x 97 cm

80 kg



XK650.000000 STANDARD VERSION

» OPTIONS
DATA BASE
ADVANCED
(KITDB002.08)

FLUSHING KIT
(AEK102-N7)

PRINTER
(factory option)
(XK652.000000)

[newl STATIC

DIAGNOSIS KIT
(KITSTA001.00) (for
use with printer) for
performing A/C syst
diagnosis.

The commercial vehicle charging station the
market was waiting for! ECK Truck-CV was
created to integrate our top-of-the-range
ECKTruck Evolution with a compact, high-
performance station with a highly-competitive
quality-performance-price ratio.

AVAILABLE VERSION

with external scale
for 40 liters bottle.

ECKTruck-CV-N8

AUTOMATIC FUNCTIONS

- RECOVERY - RECYCLING

- USED OIL DISCHARGE

- PROGRAMMABLE VACUUM

- PROGRAMMABLE CHARGING with a preset quantity of refrig-
erant, featuring automatic stop at end charging.

- ALARMS: high pressure, full bottle, empty bottle.

- SERVICE ALARM: acoustic and visual, for filter maintenance
and replacement request.

- BOTTLE HEATER: automatic..

- SENSOR for bottle temperature.

- BOTTLE FILLING: on-board, automatic.

MANUAL FUNCTIONS

- New oil injection.

- Discharge of non-condensable vapors.

SIMPLIFIED REFRIGERANT MANAGEMENT (for use with

printer) : by printing out a service report at the end of each re-

charging session it is possible to visualize the residual refrigerant

available in the bottle and consequently keep accurate track of all

the operations performed with refrigerant.

SOFTWARE FOR AUTOMATIC FLUSHING of standard A/C

systems. For use with AEK102-N7.

GUIDED LEAK TEST: the operator may program a holding time

after vacuum to allow for visual leak check on the pressure gaug-

es.

High-performance VACUUM PUMP.

High-performance RECOVERY COMPRESSOR.

Back-lighted LCD DISPLAY for easy-to-read display of all system data.

BOTTLE: on-board, 22 liters

High-capacity CONDENSER for handling the greater quantities

of refrigerant recovered from commercial vehicles.

PRESSURE GAUGES: CLASS 1.

ECKTruck Evolution

ECOTECHNICS/

I

Refrigerant type R134a R134a
Service procedure Automatic or manual  Fully automatic
or manual
Voltage 220-240V 50/60 Hz 220-240V 50/60 Hz
Scale resolution 109 20 g
Oil scale resolution - 5g
Operating temp. range 11/49 °C 11/49 °C
Filter system 2 filters for humidity 2 filters for humidity
and acidity and acidity

Vacuum pump

Sealed compressor
Gear pump
Refrigerant bottle
Hoses

Dimensions
Weight

Capacity 170 I/min,
0.1 mbar vacuum
21 cc, high pressure

22 liters, rechargeable

Capacity 170 I/min,
0.1 mbar vacuum

21 cc, high pressure
1 kg/min delivery rate
27 liters, rechargeable

3 meters 3 meters
55 x 60 x 105 cm 50 x 50 x 115 cm
90 kg 100 kg

PTIONS
AUTOMATIC TRACER
INJECTION

{UVKIT-4)




Sherlock 2000

PATENTED

XS$100.000000

SHERLOCK 2000 CLIMATESTER

SHERLOCK PC

4 PC INTERFACE
_ with the special
“Sherlock PC" program.

Refrigerant types R12 and R134a
Voltage 12V (automobile battery)
Hoses 1.5 meters

Instrument dimensions 350 x 160 x 120 mm

Instrument weight 1.5 kg
Case dimensions 480 x 370 x 180 mm
Full case weight 3 kg

A patented diagnostics system for determining
the causes of malfunctions in any A/C system
through analysis of pressures and temperatures.

TYPES OF REFRIGERANT
R134a and R12

TYPES OF SYSTEMS
Traditional, flooded, and continual cut-in flooded systems.
2 MINUTES for results.

DIAGNOSIS PRINTOUT complete with data, graphs, and solution

for the problem

EXAMPLES OF DIAGNOSIS

- No refrigerant in system

- Defroster pressure switch

- Clogged intake line

- Refrigerant low

- Capillary valve

- Clogged condenser or hose.

- Air flow to evaporator

- System OK

- Excess refrigerant

- Incorrect condenser airflow

- Airin system

- Check mixing door

- High and low pressures inverted
- Pulley does not engage

- Replace compressor
SOFTWARE UPDATES via Internet, RS232 serial port.
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DATA
REPORT

COLOR
GRAPHS

DIAGNOSIS
REPORT

COLOR
PRINT
OPTION




Patented Ecotechnics Flushing Kit

Why flush an A/C system?

e The compressor, which is a moving mechanical organ, is
subject to wear and - in time - to failure.

e For correct repair in the case of compressor failure, before
installing a new compressor it is imperative to remove
any metal shavings that may have accumulated inside the
system and could jeopardize good operation.

e Many compressor manufacturers do not grant a warranty
on their new components unless the A/C system is
mechanically flushed before installation.

Novelties
¢ No solvents, only refrigerant for flushing!
e Thanks to the vacuum bottle, complete and safe removal of

ft)
metal shavings is guaranteed. { %
e The vacuum in the bottle produces a “ramrod” effect, causing | El#'[:l e
the refrigerant to blast through any obstructions in the system. 5
e
: = o
All the Advantages L
e Fast flushing procedure, for considerable time-saving. :
Y The Operator iS free to dO Other Work Whlle the machine PP PPPPRTPN, .
flushes the system. o—>
e Environment-friendly. -
e Fully automatic is used with Ecotechnics stations with Standard equipment Liry
dedicated SW * Adapters carry-case. Fn::',
* \Works with other recharging stations (in manual mode). e BG-liter bottle. —
e Since only refrigerant is used, flushing introduces no E
humidity into the A/C system. Optional features )
¢ Since no solvents are used, meets OEM manufacturers’ e Metal support: AEK102-N7-R2. Fy
standards. e VW adapter: AEK102-N7-R1. =
e Safe and easy to use. E_""_}

AEK102-N7-R2 AEK102-N7 AEK102-N7-R1

Data Base Products

with A/C system information

with A/C system information

PranC T




eirie:nwJl Leak Detection

AEK103-8 h

-3

EASY-FILL STARTER PACK

- Leak detection kit for A/C circuits,
including: Easy-Fill injector, 6 syringes
of leak detection tracer, special LED
UV lamp, safety observation goggles,
MSDS and instructions.

COBRA GUN KIT - Leak detection kit
for A/C circuits, including: Cobra LED
lamp, safety observation goggles, A/C
Detective gun, 1 bottle tracer for 64
applications, R134a tracer injector,
high/low pressure adapter, bleeder
connector, MSDS and instructions,

1 bottle (474 ml) tracer dye cleaner
liquid.

COBRA CANKIT - Leak detection kit
for A/C circuits, including: Cobra LED
lamp, safety observation goggles, 2
rapid-application single-use capsules
of tracer for R134a, tracer injector for
single-use capsules, MSDS and in-
structions, 1 bottle (474 ml) tracer dye
cleaner liquid.

TRACER INJECTION GUN, 1 bottle of
universal tracer (64 applications), hose
and connection for R134a, high-pres-
sure adapter, air bleeder connector.

12V UV leak detection LAMP including

safety observation goggles

Electronic LEAK Detection: a single
instrument for identifying all halogen

gases, including CFC, HCFC, HFC.

COBRA BOTTLE KIT - Leak detection
kit for A/C circuits, including: Cobra
LED lamp, safety observation goggles,
6 bottles (74 ml each) of universal
fluorescent tracer, R134a tracer injec-
tor, R12 tracer injector, MSDS and in-
structions, 1 bottle (120 ml) tracer dye
cleaner liquid.

ELECTRONIC LEAK DETECTOR

- Combi unit featuring electronic leak
detector and UV lamp in one tool!

- 15 levels of detection

- 3-colored LED indicator

- UV light, built-in

- UV safety glasses

- Mute function

- Detects leaks as small as 3 grams
per year

- Detects all refrigerants CFCs,
HCFCs, HFCs

12V UV COBRA leak detection LAMP
including safety observation goggles

350-ml bottle of universal
tracer, suitable for filling
the tracer tank on ma-
chines equipped with this
option.

6 single-use rapid-applica-
tion capsules of tracer for
R134a.

Box of 12 bottles (7.4 ml
each) of universal fluores-
cent tracer.

EASY-FILL SYRINGES
6 syringes of leak tracer
fluid.
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Deodorant spray (AIR
FRESH).

DYE CLEANER liquid
for tracer (474 ml).

Kills bacteria
and freshens

for A/C system

Castrol lcematic Ret-
ro A/C oil (250 cc).

(FRESH&CLEAN).

b
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Digital thermometer/ Digital thermometer. Digital Thermometer Retrofit adapters kit. O-ring kit.

hygrometer.

iw'[ﬁ"

with stainless steel
probe and cable

A W

Special adapter for
Volvo vehicles.

!’+ ™

Special adapter for Pair of retrofit adapt-
Audi and other ve- ers.
hicles.

“,.-r""" »

Pair of 10-cm termi-
nal hoses for R12.

/

Reducer fitting for
bottle.

ACME hose reducer
fitting for bottle.

L N S

Valve-extractor
screwdriver.

Compressor vane
comb.

.lf__'

R134a tracer injector
nozzle, for gun.

¥

R12 tracer injector
nozzle, for gun.

it

Tracer injector for
single-use capsules
p/n AEK131.-1.

Low-pressure quick-
connect coupling
with valve extractor,
with side union.

High-pressure quick-
connect coupling
with valve extractor.

M
o= 5%

Union for injecting
R134 tracer with R/R
device.

Low-pressure quick-
connect coupling
with valve extractor.

X

High-pressure quick-
connect coupling
with valve extractor,
with side union.

-
1"-._

High-pressure quick-
connect coupling

for R134a, with air
bleeder button.

14-mm air bleeder
union for R134a.

Low-pressure quick-
connect coupling
for R134a, with air
bleeder button.

Union for injecting
R12 tracer with R/R
device.




- Brand new Vacuum and charging station designed and - It works with all refrigerants

manufactured by Ecotechnics - Compressor type: oil less
- Compact, easy to handle and to operate - Air cooled
- Equipped with 4 wheels and a pocket for an electronic - It works with gas and liquid
scale (not included) refrigerant
- 2 ways manifold - Automatic high pressure shut-
- Large pressure gauges off: 38.5 bar
- 92 L/min vacuum pump - Recovery rate (vapour):

0.23 - 0.26 kg/min

- Recovery rate (liquid):
1.57 — 1.85 kg/min

- Recovery rate (push-pull):
4.64 — 6.22 kg/min

- Dimesions(LxWxH):
500x220x340 mm

CODE L/min Ultimate Dimensions ﬂ Wieght Motor
(50Hz) vacuum (mbar) (LxWxH)

PMP3941 42 0.1 385x200x290 mm 7kg 1/4 hp
PMP3951 72 0.1 385x200x290 mm 7kg 1/3 hp
PMP3921 92 0.1 385x200x290 mm 9kg 1/3 hp
PMP3911 115 0.1 385x200x290 mm 9kg 1/3 hp
PMP3931 170 0.1 385x200x290 mm 1 kg 3/4 hp

Electronic scale

- Automatic recovery, vacuum and
charging functions

- Remote control box with large LCD
display

- Easily operated by function and
numeric keys

Electronic scale

- Integrated control box with
large LCD display

- Convenient ABS carrying
case

- Max capacity: 50 kg

- Resolution: 10 g

- Accurate charging of +/- 1% - Convenient ABS carrying case
of readings ~ Max capacity: 50 kg

- Operating temperature: 0°C ~ Resolution: 5 g
/ +48°C ~ Accurate charging of 1% of readings




Aluminium 4-way
diaphragm-valve manifold

- Extra large knobs with soft covering
- Large sight glass

- Diaphragm valve design

- Heavy duty hanging hook

- R22, R134a, R404a, R407C

CODE LENGTH SET

AEK515 36"(90 cm), 3 hoses Red, Blue, Yellow
AEK525 60" (150 cm), 3 hoses Red, Blue, Yellow
AEK535 72" (180 cm) 3 hoses Red, Blue, Yellow

Thread size: 174" SAE (7/16" — 20), one end straight, one end
bend 45°, long barb fittings

Aluminium 2-way
diaphragm-valve manifold

- Extra large knobs with soft covering
- Large sight glass

- Diaphragm valve design

- Heavy duty hanging hook

- R22, R134a, R404a, R407C
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